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TACK CLOTHS 
 
 PDS/T-600-issue 3 /30.01.2014.  
DESCRIPTION: T-600 series “Standard” Tack Cloths are a cotton scrim that has been impregnated with a tacky resin that 
has been specially formulated to be compatible with paint systems. The Tack Cloths application is to act as pre-paint 
wiping cloth to remove unwanted specks of dust and dirt from the surface of the component to be treated.  
Light impregnation is recommended for use under water-based or metallic coatings.  
PACKAGING: Ref: T-600 Standard size, standard impregnation. 4 x 50.  
Ref: T-601 Std size, Std impregnation, individually wrapped, in cases of 1 x 200.  
Ref: T-602 Std size, Std impregnation, ind. wrapped, 20 bags of 10.  
Ref: T-610 Double size, std impregnation. 100.  
Ref: T-620 Standard size, light impregnation. 4 x 50.  
Ref: T-621 Std size, light impregnation, individually wrapped in cases of 1 x 200.  
Ref: T-622 Std size, light impregnation, Ind. wrapped, 20 bags of 10.  
Ref: T-630 Double size, light impregnation. 100.  
Ref:T-640 Textured, in cases of 100.  
STORAGE: T-600 series Tack Cloths should be kept in the original unopened containers and stored in a cool dry area. Shelf 
life in unopened packs is a minimum of 12 months.  
Once opened store in the polythene bags provided away from heat and direct sunlight to prevent any drying of the resin.  
APPLICATION: Use the Tack Cloth as supplied, wiping lightly in a straight line across the panel.  
Do not start or stop wiping midway across a panel.  
Do not use undue pressure or wipe in a circular motion.  
Avoid sharp edges or corners where snagging may occur as this may result in the Tack Cloth fraying and leaving lints 
behind.  
DISPOSAL: After use C.T.S Tack Cloths can be disposed of in a normal skip or incinerated.  
SAFETY: The impregnant comprises a pentaerythritol rosin ester dissolved in electrical insulating oil. This composition is 
not classified as hazardous.  
Wash hands after use (and before eating). Refer to our Material Health and Safety Data Sheet.  
DISCLAIMER: Information provide in this data sheet is provided in good faith but without warranty on the understanding 

that users satisfy themselves in the suitability of the product for their purposes. Our technical team are available to give 

assistance if required. Product is sold is strictly according to our terms and conditions. 
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